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Item #: Description: 

HPSG High Pressure Spray Gun 

AL323XX Spray Lance 24” 

AL324XX Spray Lance 36” 

AL325XX Spray Lance 48” 

AL326XX Spray Lance 59” 

AL333 Dual Spray Lance 40” 

AL361 Vented Spray Lance 36” 

Pressure Washer Accessories 

Item #: Description: 

NZ1504 Nozzle 15° 1/4”MNPT 

NZ2504 Nozzle 25° 1/4”MNPT 

PW-MSP400 Nozzle 0° Quick Connect 

PW-MSP415 Nozzle 15° Quick Connect 

PW-MSP425 Nozzle 25° Quick Connect 

PW-MSP440 Nozzle 40° Quick Connect 

Item #: Description: Connection: 

42943 1/4” x 50’ Hose  22mm  

A-4200AC-06-050A 3/8” x 50’ Hose  3/8”MNPT 

A-4200AC-06-100A 3/8” x 100’ Hose  3/8”MNPT 

**More products available upon request** 
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Rating: Working Pressure: Inner Tube 

100R16 6500 PSI Nitrile 

100R16 5800 PSI Nitrile 

100R16 5000 PSI Nitrile 

100R16 4000 PSI Nitrile 

100R16 3500 PSI Nitrile 

100R16 3000 PSI Nitrile 

100R16 2500 PSI Nitrile 

Stocked Hydraulic Hose 

H280 WeatherSHIELD 

Petroleum Hydraulic Fluids = -50° to 260° 

Water Based Hydraulic Fluids = -50° to 158° 

Water = -32° to 158° 

Rating: Working Pressure: Inner Tube: 

100R12 6000 PSI Nitrile 

100R12 5500 PSI Nitrile 

100R12 5100 PSI Nitrile 

100R12 4500 PSI Nitrile 

100R12 4000 PSI Nitrile 

H430 WeatherSHIELD 

Operating Temperatures = -40° to 260° 

Rating: Working Pressure: Inner Tube: 

100R13 5100 PSI Nitrile 

100R13 5100 PSI Nitrile 

100R13 5100 PSI Nitrile 

100R13 5100 PSI Nitrile 

100R13 5100 PSI Nitrile 

H471 WeatherFORCE 

Operating Temperatures = -40° to 260° 
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Item #: Working Pressure: Inner Tube Fittings 

H20104BK 300 PSI Nitrile 100 B-Series 

H20106BK 300 PSI Nitrile 100 B-Series 

H20108BK 300 PSI Nitrile 100 B-Series 

H28010BK 300 PSI Nitrile 100 B-Series 

H20112BK 300 PSI Nitrile 100 B-Series 

H20116BK 200 PSI Nitrile 100 B-Series 

Stocked Eaton Hydraulic Hose—Continued 

H201 EASY COUPLE General Purpose 

Oil Applications = -40° to 260° 

Air Applications = -40° to 212° 

Water Applications = -40° to 212° 

Rating: Working Pressure: Inner Tube: 

100R5 3000 PSI Nitrile 

100R5 3000 PSI Nitrile 

100R5 2250 PSI Nitrile 

100R5 2000 PSI Nitrile 

100R5 1750 PSI Nitrile 

100R5 1500 PSI Nitrile 

100R5 800 PSI Nitrile 

100R5 625 PSI Nitrile 

100R5 500 PSI Nitrile 

100R5 350 PSI Nitrile 

H069 General Purpose Truck Hose 

Operating Temperatures = -40° to 212° 
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Item #: Working Pressure: Inner Tube Fittings 

EC03806 225 PSI EPDM 338 P-Series 

EC03808 225 PSI EPDM 338 P-Series 

Stocked Eaton Hydraulic Hose—Continued 

EC038 Air Brake Hose 

Operating Temperatures = -40° to 100° 

Item #: Working Pressure: Inner Tube: 

H11504 300 PSI Nitrile 

H11506 300 PSI Nitrile 

H11508 300 PSI Nitrile 

H010510 300 PSI EPDM 

Air & Multipurpose Hose 

Operating Temperatures = -40° to 180° 

Item #: Working Pressure: Inner Tube 

TR14TB-04 3000 PSI TEFLON 

TR14TB-06 2000 PSI TEFLON 

TR14TB-08 1750 PSI TEFLON 

H243 Stainless Teflon Hose 

Operating Temperatures = -40° to 100° 
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Item #: Size: Port Size: 

A1QT31003 1 Quart 3K PSI #8 SAE 

A131003 1 Gallon 3K PSI #24 SAE 

A2.531003 2.5 Gallon 3K PSI #24 SAE 

A531003 5 Gallon 3K PSI #24 SAE 

AI-S-511 2.5-15 Gallon Mounting Collar  

Accumulators 

AC & DC Power Units 

Item #: Voltage: Flow (GPM) Pressure Setting: Functions: Reservoir Size: Mfg.  

LP1A-3HPK06-020-C 12VDC 1.39 2500 PSI 3W/3P 2.1 Gallons Muncie 

LP1A-4HPK06-100-C 12VDC 1.39 2500 PSI 4W/3P 2.1 Gallons Muncie 

108AMS32-CLL-1V2020Y 12VDC  2000 PSI 4W/3P 0.11 Gallons Parker 

1303826 110VAC 1.00 1.5 Gallons 1500 PSI VARIES Concentric 
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Item #: Alternative Number Description: Bore: Stroke: Rod: Pins: Ret. Length: 

SR-200-4-112-EBCS B200040ABAAA07B 2” x 4” 2” 4” 1-1/8” 1” 14.25” 

SR-200-6-112-EBCS B200060ABAAA07B 2” x 6” 2” 6” 1-1/8” 1” 16.25” 

SR-200-10-112-EBCS B200100ABAAA07B 2” x 10” 2” 10” 1-1/8” 1” 20.25” 

SR-200-12-112-EBCS B200120ABAAA07B 2” x 12” 2” 12” 1-1/8” 1” 22.25” 

SR-200-14-112-EBCS B200140ABAAA07B 2” x 14” 2” 14” 1-1/8” 1” 24.25” 

SR-200-16-112-EBCS B200160ABAAA07B 2” x 16” 2” 16” 1-1/8” 1” 26.25” 

SR-200-18-112-EBCS B200180ABAAA07B 2” x 18” 2” 18” 1-1/8” 1” 28.25” 

SR-200-20-112-EBCS B200200ABAAA07B 2” x 20” 2” 20” 1-1/8” 1” 30.25” 

SR-200-24-112-EBCS B200240ABAAA07B 2” x 24” 2” 24” 1-1/8” 1” 34.25” 

SR-200-30-112-EBCS B200300ABAAA07B 2” x 30” 2” 30” 1-1/8” 1” 40.25” 

SR-250-4-125-EBCS B250040ABAAA07B 2.5” x 4” 2.5” 4” 1-1/4” 1” 14.25” 

SR-250-6-125-EBCS B250060ABAAA07B 2.5” x 6”  2.5” 6” 1-1/4” 1” 16.25” 

SR-250-8-125-EBCS B250080ABAAA07B 2.5” x 8” 2.5” 8” 1-1/4” 1” 18.25” 

SR-250-10-112-EBCS B250100ABAAA07B 2.5” x 10” 2.5” 10” 1-1/4” 1” 20.25” 

SR-250-12-125-EBCS B250120ABAAA07B 2.5” x 12” 2.5” 12” 1-1/4” 1” 22.25” 

SR-250-16-125-EBCS B250160ABAAA07B 2.5” x 16” 2.5” 16” 1-1/4” 1” 26.25” 

SR-250-18-125-EBCS B250180ABAAA07B 2.5” x 18” 2.5” 18” 1-1/4” 1” 28.25” 

SR-250-20-125-EBCS B250200ABAAA07B 2.5” x 20” 2.5” 20” 1-1/4” 1” 30.25” 

SR-250-24-125-EBCS B250240ABAAA07B 2.5” x 24” 2.5” 24” 1-1/4” 1” 34.25” 

SR-250-30-125-EBCS B250300ABAAA07B 2.5” x 30” 2.5” 30” 1-1/4” 1” 40.25” 

SR-300-4-150-EBCS B300040ABAAA07B 3” x 4” 3” 4” 1-1/2” 1” 14.25” 

SR-300-6-150-EBCS B300060ABAAA07B 3” x 6” 3” 6” 1-1/2” 1” 16.25” 

SR-300-10-150-EBCS B300100ABAAA07B 3” x 10” 3” 10” 1-1/2” 1” 20.25” 

SR-300-12-150-EBDS B300120ABAAA07B 3” x 12” 3” 12” 1-1/2” 1” 22.25” 

SR-300-14-150-EBCS B300140ABAAA07B 3” x 14” 3” 14” 1-1/2” 1” 24.25” 

SR-300-16-150-EBCS B300160ABAAA07B 3” x 16” 3” 16” 1-1/2” 1” 26.25” 

SR-300-18-150-EBCS B300180ABAAA07B 3” x 18” 3” 18” 1-1/2” 1” 28.25” 

SR-300-20-150-EBCS B300200ABAAA07B 3” x 20” 3” 20” 1-1/2” 1” 30.25” 

Tie Rod Cylinders  

3,000PSI #8SAE Ports 

Bold items have tempered clevis 

and hardened pins 



 

10                                                                       www.snakeriverhydraulics.com                                     Edition No.2 

P: 208-678-9100 Snake River Hydraulics, Inc.  

Item #: Description: Bore: Stroke: Rod: Pins: Retracted Length: Alternative Number 

SR-300-24-150-EBCS 3” x 24” 3” 24” 1-1/2” 1” 34.25” B300240ABAAA07B 

SR-300-30-150-EBCS 3” x 30” 3” 30” 1-1/2” 1” 40.25” B300300ABAAA07B 

SR-300-36-150-EBCS 3” x 36” 3” 36” 1-1/2” 1” 46.25” B300360ABAAA07B 

SR-350-10-150-EBCS 3.5” x 10” 3.5” 10” 1-1/2” 1” 20.25” B350100ABAAA07B 

SR-350-12-150-EBDS 3.5” x 12” 3.5” 12” 1-1/2” 1” 22.25” B350120ABAAA07B 

SR-350-14-150-EBCS 3.5” x 14” 3.5” 14” 1-1/2” 1” 24.25” B350140ABAAA07B 

SR-350-16-150-EBCS 3.5” x 16” 3.5” 16” 1-1/2” 1” 26.25” B350160ABAAA07B 

SR-350-18-150-EBCS 3.5” x 18” 3.5” 18” 1-1/2” 1” 28.25” B350180ABAAA07B 

SR-350-24-150-EBCS 3.5” x 24” 3.5” 24” 1-1/2” 1” 34.25” B350240ABAAA07B 

SR-350-30-150-EBCS B350300ABAAA07B 3.5” x 30” 3.5” 30” 1-1/2” 1” 40.25” 

SR-350-36-150-EBCS B350360ABAAA07B 3.5” x 36” 3.5” 36” 1-1/2” 1” 46.25” 

SR-400-8-200-EBCS 4” x 8” 4” 8” 2” 1” 18.25” B400080ABACA07B 

SR-400-10-200-EBCS 4” x 10” 4” 10” 2” 1” 20.25” B400100ABACA07B 

SR-400-12-200-EBCS 4” x 12” 4” 12” 2” 1” 22.25” B400120ABACA07B 

SR-400-14-200-EBCS 4” x 14” 4” 14” 2” 1” 24.25” B400140ABACA07B 

SR-400-16-200-EBCS 4” x 16” 4” 16” 2” 1” 26.25” B400160ABACA07B 

SR-400-18-200-EBCS 4” x 18” 4” 18” 2” 1” 28.25” B400180ABACA07B 

SR-400-20-200-EBCS 4” x 20” 4” 20” 2” 1” 30.25” B400200ABACA07B 

SR-400-24-200-EBCS 4” x 24” 4” 24” 2” 1” 34.25” B400240ABACA07B 

SR-400-36-200-EBCS B400360ABACA07B 4” x 36” 4” 36” 2” 1” 36.25” 

SR-400-48-200-EBCS 4” x 48” 4” 48” 2” 1” 58.25” B400480ABACA07B 

SR-500-8-200-EBFS 5” x 8” 5” 8” 2” 1.25” 20.25” B500080ACDDA07B 

SR-500-10-200-EBFS B500100ACDDA07B 5” x 10” 5” 10” 2” 1.25” 22.25” 

SR-500-12-200-EBFS 5” x 12” 5” 12” 2” 1.25” 24.25” B500120ACDDA07B 

SR-500-14-200-EBFS B500140ACDDA07B 5” x 14” 5” 14” 2” 1.25” 26.25” 

SR-500-16-200-EBFS B500160ACDDA07B 5” x 16” 5” 16” 2” 1.25” 28.25” 

SR-500-18-200-EBFS 5” x 18” 5” 18” 2.5” 1.25” 30.25” B500180ACDDA07B 

SR-500-20-200-EBFS 5” x 20” 5” 20” 2.5” 1.25” 32.25” B500200ACDDA07B 

SR-500-24-200-EBFS 5” x 24” 5” 24” 2.5” 1.25” 36.25” B500240ACDDA07B 

SR-500-30-200-EBFS 5” x 30” 5” 30” 2.5” 1.25” 42.25” B500300ACDDA07B 

SR-500-36-200-EBFS 5” x 36” 5” 36” 2.5” 1.25” 48.25” B500360ACDDA07B 

SR-500-48-200-EBFS B500480ACDDA07B 5” x 48” 5” 36” 2.5” 1.25” 60.25” 

Tie Rod Cylinders  

3,000PSI #8SAE Ports 

Bold items have tempered clevis 

and hardened pins 

**Highlighted items are available upon request with additional lead time** 
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Item #: Description: Bore: Stroke: Rod: Pins: Retracted Length: Alternative Number 

SR-A-200-8-112-EBCS 2” x 8” 2” 8” 1-1/8” 1” 20.25” A200080ABAAA07B 

SR-A-200-16-112-EBCS A200160ABAAA07B 2” x 16” 2” 16” 1-1/8” 1” 31.50” 

SR-A-250-8-125-EBCS 2.5” x 8” 2.5” 8” 1-1/4” 1” 20.25” A250080ABAAA07B 

SR-A-250-16-125-EBCS A250160ABAAA07B 2.5” x 16” 2.5” 16” 1-1/4” 1” 31.50” 

SR-A-300-8-150-EBCS 3” x 8” 3” 8” 1-1/2” 1” 20.25” A300080ABAAA07B 

SR-A-300-16-150-EBCS A300160ABAAA07B 3” x 16” 3” 16” 1-1/2” 1” 31.50” 

SR-A-350-8-150-EBCS A350080ABAAA07B 3.5” x 8” 3” 8” 1-1/2” 1-1/4” 20.25” 

SR-A-350-16-150-EBCS 3.5” x 16” 3” 16” 1-1/2” 1-1/4” 31.50” A350160ABAAA07B 

SR-A-400-8-175-EBCS 4” x 8” 4” 8” 1-3/4” 1” 20.25” A400080ABAAA07B 

SR-A-400-16-200-EBCS 4” x 16” 4” 16” 2” 1-1/4” 31.50”  

Tie Rod Cylinders—ASAE 

Rephasing Cylinders 

Item #: Description: Bore: Stroke: Rod: Pins: Retracted Length: Alternative Number 

SR-R-250-8-112-EBCS 2.5” x 8” 2.5” 8” 1-1/8” 1” 20.25” PMS-AM-2586 

SR-R-275-8-125-EBCS 2.75” x 8” 2.75” 8” 1-1/8” 1” 20.25” PMS-AM-2580 

SR-R-300-8-125-EBCS 3” x 8” 3” 8” 1-1/4” 1” 20.25” PMS-AM-2574 

SR-R-325-8-125-EBCS 3.25” x 8” 3.25” 8” 1-1/4” 1” 20.25” PMS-AM-2568 

SR-R-325-10-125-EBCS 3.25” x 10” 3.25” 10” 1-1/4” 1” 22.25”  

SR-R-325-12-125-EBCS PMS-AM-2570 3.25” x 12” 3.25” 12” 1-1/4” 1” 24.25” 

SR-R-350-8-125-EBCS 3.5” x 8” 3.5” 8” 1-1/4” 1” 20.25 PMS-AM-2562 

SR-R-350-10-125-EBCS 3.5” x 10” 3.5” 10” 1-1/4” 1” 22.25  

SR-R-350-12-125-EBCS PMS-AM-2564 3.5” x 12” 3.5” 12” 1-1/4” 1” 24.25” 

SR-R-375-8-138-EBCS 3.75” x 8” 3.75” 8” 1-3/8” 1” 20.25 PMS-AM-2556A 

SR-R-375-12-138-EBCS 3.75” x 12” 3.75” 12” 1-3/8” 1” 24.25” PMS-AM-2558A 

SR-R-400-8-138-EBCS PMS-AM-2550A 4” x 8” 4” 8” 1-3/8” 1” 20.25” 

SR-R-400-12-138-EBCS 4” x 12” 4” 12” 1-3/8” 1” 24.25” PMS-AM-2552A 

**Highlighted items are available upon request with additional lead time** 

3,000PSI #8SAE Ports 
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Custom Welded Cylinders 

NFPA Cylinders 
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Prince - Flow Control Valves 

Pressure Compensated Adjustable Flow Control 

30 GPM—3000 PSI 

*For models with relief valve the excess flow port MUST be connected to tank 

Item #: Port Location Flow Range Ports Relief Setting 

RD-150-16 Top 0-16 GPM 1/2 NPT  

RD-175-16 Top 0-16 GPM 3/4 NPT  

RD-175-30 Top 0-30 GPM 3/4 NPT  

RD-112-30 Top 0-30 GPM 12 SAE  

RD-1912-30 Side 0-30 GPM 12 SAE  

RDRS-150-8 Top 0-8 GPM 1/2 NPT 1500 PSI 

RDRS-150-16 Top 0-16 GPM 1/2 NPT 1500 PSI 

RDRS-175-16 Top 0-16 GPM 3/4 NPT 1500 PSI 

RDRS-112-30 Top 0-30 GPM 12 SAE 1500 PSI 

RDRS-1975-30 Side 0-30 GPM 3/4 NPT 1500 PSI 

RDRS-1912-30 Side 0-30 GPM 12 SAE 1500 PSI 

W-1908-8 Side 0-8 GPM 8 SAE  

W-1912-30 Side 0-30 GPM 12 SAE  

Prince - Relief  Valves 

Single Item #: Double item # Flow  Ports Relief Setting 

RV-1H DRV-1HH 30 GPM 12 SAE 2000 

RV-2H DRV-2HH 30 GPM 3/4 NPT 2000 

30 GPM - 3000 PSI 

Item # Description Pressure Range Relief Setting 

RV-0L Replacement Cartridge 500-1500 PSI 1000 

RV-0H Replacement Cartridge 1500-3000 PSI 2000 
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SS-2A1D 

Item #: Type Shift Method Flow Range Ports Pressure Manufacturer 

SS-2A1D Single Push/Pull Knob 20 GPM 1/2 NPT 2500 PSI Prince 

SS-3A1D Single Push/Pull Knob 20 GPM 8 SAE 2500 PSI Prince 

128349 Single Hyd/Air Pilot 40 GPM 12 SAE  2500 PSI Cross 

128092 Single Push/Pull Knob 40 GPM 12 SAE  2500 PSI Cross 

0B001156 Single Handle 20 GPM 1/2 NPT 3000 PSI Energy 

23258B Single Handle  8 SAE   

Single Selector Valves 

DS-1A1E 

0B001156 

Item #: Type Shift Method Flow Range Ports Pressure Manufacturer 

DS-1A1E Double Handle 40 GPM 1/2 NPT 2500 PSI Prince 

DS-5A1E Double Handle 40 GPM 12 SAE 2500 PSI Prince 

DS08CK Double Push/Pull Knob 10 GPM 8 SAE 4500 PSI Brand 

DS10CE1SNT Double 12 VDC Deutsch 18 GPM 10 SAE 4500 PSI Brand 

This valve will allow one pump source to 
supply two circuits.  

Double Selector Valves 

This valve will divert the flow going to two 
separate hydraulic circuits. For example two 
double acting cylinders or two reversible hy-
draulic motors can be operated by one four-
way valve  



 

15                                                                       www.snakeriverhydraulics.com                                     Edition No.2 

P: 208-678-9100 Snake River Hydraulics, Inc.  

Item #: Type: GPM Max PSI # of Spools In/Out Ports Work Ports 

RD-2575-T3-ESA1 3W 3P Tandem Center / Spring Center 20 3000 1 3/4 NPT 1/2 NPT 

RD-2575-T4-ESA1 4W 3P Tandem Center / Spring Center 20 3000 1 3/4 NPT 1/2 NPT 

Prince - RD2500 Series 

20 GPM—3000 PSI 

Adjustable relief valve from 1000-3000 PSI (Factory set at 1500PSI) 

Load check 

RD2500 Accessories: 

Item #: Description: 

660130001 Handle Kit Complete 

660125001 3 Pos Detent Kit 

Item #: Type: GPM Max PSI # of Spools In/Out Ports Work Ports 

LS3000-1 
4W 3P Tandem Center 

Pressure Release Detent 
25 2750 1 3/4 NPT 1/2 NPT 

Prince - Log Splitter Valve 

Item #: Type: GPM Max PSI # of Spools In/Out Ports Work Ports 

MB11B5C1 4W 3P Tandem Center / Spring Center 8 3500 1 SAE 8 SAE 8  

MB21BB5C1 4W 3P Tandem Center / Spring Center 8 3500 2 SAE 8 SAE 8  

MB31BBB5C1 4W 3P Tandem Center / Spring Center 8 3500 3 SAE 8 SAE 8  

Prince Wolverine Valve 

8 GPM—3500 PSI 

Adjustable relief valve from 2000-3500 PSI (Factory set at 2500PSI) 

Load check 

Open center w/plug to convert to power beyond or closed center 
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Item #: Type: GPM Max PSI # of Spools In/Out Ports Work Ports 

RD512CA5A4B1 
4W 3P Tandem Center 

Spring Center 
30 3000 1 3/4 NPT 1/2 NPT 

RD515AA5A4B1 
3W 3P Tandem Center 

Spring Center 
30 3000 1 12 SAE 12 SAE 

RD515CA5A4B1 
4W 3P Tandem Center 

Spring Center 
30 3000 1 12 SAE 12 SAE 

RD522CCAA5A4B1 
4W 3P Tandem Center 

Spring Center 
30 3000 2 3/4 NPT 1/2 NPT 

RD526CCAA5A4B1 
4W 3P Tandem Center 

Spring Center 
30 3000 2 12 SAE 10 SAE 

RD536CCCAAA5A4

B1 

4W 3P Tandem Center 

Spring Center 
30 3000 3 12 SAE 10 SAE 

Prince - RD5000 Series 

25 & 30 GPM—3000 PSI 

Adjustable relief valve from 1000-3000 PSI (Factory set at 2000 PSI) 

Perfect for loader applications 

Reversible handles 

Load check 

RD5000 Accessories: 

Item #: Description: 

660312005 Closed Center Plug 

660312008 Power Beyond Plug –12SAE 

660350001 Handle / Clevis Sub-Assembly 

C-3551-DM Air Shift Cylinder Assembly 
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Inlet Sections 

12 GPM—3000 PSI 

Adjustable relief valve from 1500-3000 PSI (Factory set at 2000 PSI) 

Reversible Handle  

Mid-Inlet and Lock Valve section available  

Power Beyond Capability 

Item #: Description Ports 

SVI21 No relief setting 10 SAE 

SVI25 2000 PSI relief setting 10 SAE 

Item #: Description Ports 

SVE21 Open Center 10 SAE 

SVE22 Open Center W/ Power Beyond 8 SAE 10 SAE 

SVE26 Open Center W/ Pressure Build up 10 SAE 

SVE27 
Open Center W/ Pressure Build up / Power Be-

yond 
10 SAE 

Prince - SV Series 

Outlet Sections 

Item #: Description Ports 

SVW1AA1 3W 3P Tandem Center Spring Center 8 SAE 

SVW1BA1 4W 3P Tandem Center Spring Center 8 SAE 

SVW1BB1 4W 3P Tandem Center Detented 8 SAE 

SVW1CA1 4W 3P Open Center Spring Centered 8 SAE 

SVW1DD1 4W 4P Tandem Center Spring Centered 8 SAE 

Work Sections W/ Elec Coil 

Work Sections 

Item #: Description Ports Voltage Connection Type 

SVW1BA-T12H 4W 3P Tandem Center Spring Center 8 SAE 12VDC DIN 

SVW1BA1-S12H 4W 3P Tandem Center Spring Center 8 SAE 12VDC DIN 

**Highlighted valve has solenoid & manual operator** 

Item #: Description 

660280001 Power Beyond Plug 

600280002 Closed Center Plug 

660401001 Bolt Kit 1 Section 

660401002 Bolt Kit 2 Section 

660401003 Bolt Kit 3 Section 

660401004 Bolt Kit 4 Section 

660401005 Bolt Kit 5 Section 

660401006 Bolt Kit 6 Section 

660401007 Bolt Kit 7 Section 

660401008 Bolt Kit 8 Section 

660401009 Bolt Kit 9 Section 

660401010 Bolt Kit 10 Section 

Accessories 

More accessories available upon request 
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Inlet Sections 

20 GPM—3500 PSI 

Adjustable relief valve from 1500-3000 PSI (Factory set at 2000 PSI) 

Reversible Handle  

Load Checks on work ports 

Power Beyond capability 

Load Sense work stations available 

Item #: Description Ports 

20I2J 2500 PSI Relief Setting 12 SAE 

Item #: Description Ports 

20E21 Open Center  12 SAE 

20E22 Open Center W/ Power Beyond 12 SAE 

Prince - 20 Series 

Outlet Sections 

Item #: Description Ports 

20P1BA1AA 
4W 3P Tandem Center Spring 

Center 
10 SAE 

20P1CA1AA 
4W 3P Open Center Motor 

Spring Center 
10 SAE 

Work Sections 

Item #: Description 

660290004 Power Beyond Cartridge 

660190004 3 Position Detent 

660190006 Complete Handle Kit 

660402001 Bolt Kit 1 Section 

660402002 Bolt Kit 2 Section 

660402003 Bolt Kit 3 Section 

660402004 Bolt Kit 4 Section 

660402005 Bolt Kit 5 Section 

660402006 Bolt Kit 6 Section 

660402007 Bolt Kit 7 Section 

660402008 Bolt Kit 8 Section 

660402009 Bolt Kit 9 Section 

660402010 Bolt Kit 10 Section 

Accessories 
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Item #: Threads 

FBVG25 1/4” FNPT 

FBVG38 3/8” FNPT 

FBVG50 1/2” FNPT 

FBVG75 3/4” FNPT 

FBVG100 1” FNPT 

FBVG125 1-1/4” FNPT 

FBVG150 1-1/2” FNPT 

FBVG200 2” FNPT 

Low Pressure Ball Valves 

1/4” - 3/8” rated to 365 PSI 

1/2” - 2” rated to 600 PSI 

Forged Brass Body 

Female pipe threads 

Item #: Threads 

HPBV25 1/4” FNPT 

HPBV38 3/8” FNPT 

HPBV12 1/2” FNPT 

HPBV34 3/4” FNPT 

HPBV10 1” FNPT 

High Pressure Ball Valves 

1/4” - 1/2” rated to 7,350 PSI 

3/4” - 1” rated to 6,000 PSI 

Rugged construction 

Blowout proof stem 

Low Pressure Gate Valves 

Pressure rated to 200 PSI 

Threaded Bonnet 

Iron handwheel 

Item #: Threads 

BGV50 1/2” FNPT 

BGV75 3/4” FNPT 

BGV100 1” FNPT 

BGV125 1-1/4” FNPT 

BGV150 1-1/2” FNPT 

BGV200 2” FNPT 

BGV250 2-1/2” FNPT 

BGV300 3” FNPT 
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Cartridge # Adjustment PSI Adjustment  Body Size Flow Rating Max PSI 

RPEC-LAN Screw 100-3000 T-10A 25 GPM 5000 

RPEC-LDN Screw 25-800 T-10A 25 GPM 5000 

RPGC-LAN Screw 100-3000 T-3A 50 GPM 5000 

RPGC-LDN Screw 25-800 50 GPM 5000 T-3A 

RPGC-LWN Screw 150-4500 50 GPM 5000 T-3A 

RPIC-LAN Screw 100-3000 100 GPM 5000 T-16A 

Relief Cartridge Valves 

Cartridge # Adjustment Max PSI Body Size Pilot Ratio Flow Rating 

CBCA-LHN Screw 4000 T-11A 3:1 15 GPM 

CBEA-LBN Screw 4000 T-2A 3:1 30 GPM 

Counter Balance Cartridge Valves 

Cartridge # Adjustment Flow Rating Body Size Max PSI Reverse Flow Check 

NCCB-LCN Screw 7 GPM T-13A 5000 Yes 

NFCC-LCN Screw 7 GPM T-13A 5000 No 

NCEB-LCN Screw 12 GPM T-5A 5000 Yes 

Flow Control Cartridge Valves 
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Body # Interface Port Cavities Cavity Size 

BBY ISO 05  2 T-2A 

FEJ Line Mount 8 SAE 1 T-10A 

FEL Line Mount 12 SAE 1 T-10A 

FAJ Line Mount / 90 Degree 8 SAE 1 T-10A 

VFW Line Mount 16 SAE 1 T-3A 

XEJ Line Mount 8 SAE 2 T-11A 

Relief Cartridge Bodies 

Body # Interface Port Cavities Cavity Size 

EBY ISO 03 N/A 2 T-11A 

EBP ISO 03 N/A 1 T-11A 

Counter Balance Bodies 

Cartridge # Interface Port Cavities Cavity Size 

GBO ISO 03 N/A 1 T-5A 

GBP ISO 03 N/A 1 T-13A 

GBY ISO 03 N/A 2 T-13A 

Flow Control Bodies 
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Cartridge # Configuration  Actuator Voltage Max PSI Body 

D03S-1A-115A 2P Spring Offset P-A / B-T Conduit Box 115 AC 5000 D03 

D03S-2B-115A-35 3P Spring Centered All Ports Blocked Conduit Box 115 AC 5000 D03 

D03S-2C-24D-35 3P Spring Centered A-B Blocked / P-T Conduit Box 24VDC 5000 D03 

D03SD-1A-24D-35 2P Spring Offset P-A / B-T DIN Coil 24VDC 5000 D03 

D03SD-2B-24D-35 3P Spring Centered All Ports Blocked DIN Coil 24VDC 5000 D03 

D03SD-2C-115A-35 3P Spring Centered A-B Blocked / P-T DIN Coil 115 AC 5000 D03 

D03SD-2C-12D-35 3P Spring Centered A-B Blocked / P-T DIN Coil 12VDC 5000 D03 

D03SD-2F-24D-35 3P Spring Centered A,B -T / P-Blocked DIN Coil 24VDC 5000 D03 

D03SD-2H-115A-35 3P Spring Centered All Ports Open DIN Coil 115 AC 5000 D03 

D03SD-5B-24D-35  All Ports Blocked DIN Coil 24VDC 5000 D03 

D03SDS-2B-24D-35 3P Spring Centered All Ports Blocked Deutsch Coil 24VDC 5000 D03 

D03SDS-2F-24D-35 3P Spring Centered A,B -T / P-Blocked Deutsch Coil 24VDC 5000 D03 

D03SDS-5B-24D-35  All Ports Blocked Deutsch Coil 24VDC 5000 D03 

D05SD-1A-24D-35 2P Spring Offset P-A / B-T DIN Coil 24VDC 5000 D05 

D05SD-2H-115A-35 3P Spring Centered All Ports Open DIN Coil 115 AC 5000 D05 

Hyvair Directional Control Valves 

HYVAIR offers and maintains a full line of wet type solenoid 
operated directional vales for flows up to 158 GPM and 
pressures up to 5,000 PSI  
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Power Take Off’s 

PTO Model # PTO Type Mounting Output Shaft Special Features Alternate #: 

489QHLZX-V3XK  SAE “B” 2 or 4 Bolt 7/8”-13T  TG8F-E8007-P1KX 

489XHAHX-V5XK  SAE “B” 2 or 4 Bolt 7/8”-13T  TG8S-U6807-P3KX 

489XLAHX-A3XK  SAE “B” 2 or 4 Bolt 7/8”-13T  TG8S-U6808-A3KX 

489XLAHX-V5XK  SAE “B” 2 or 4 Bolt 7/8”-13T  TG8S-U6808-P3KX 

489XQAHX-V5XK  SAE “B” 2 or 4 Bolt 7/8”-13T  TG8S-U6809-P3KX 

CS6S-U6003-A3BS  Clutch Shift  1-1/4” Keyed Pressure Lube / Pulse Generator 

CS6S-U6003-A3KP  Clutch Shift SAE “B” 2 or 4 Bolt 7/8”-13T Pressure Lube 

CS24-A1006-H3KX Clutch Shift SAE “B” 2 or 4 Bolt 7/8”-13T   

CS24-A1006-H3VX Clutch Shift Shaft Extension    

CS24-A1008-H3BX Clutch Shift 1-1/4” Keyed 1-1/4” Keyed   

A20      

      

      

1. Transmission model # 

2. What is the intended application? 

3. What PTO RPM is required? 

4. Desired PTO Shaft Rotation (cw or ccw)? 

5. Shift Method? (cable, air, electric, clutch shift) 

 

What we need to know: 

We can often rebuild or repair 

most PTO’s in our service       

department. 
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Concentric Gear Pump W900-Series 

Item Number Alternate Numbers CID Max PSI Mount Rotation Shaft Port Size 

1303191 26001-RZC 0.366 4000 SAE “A” 2-Bolt CW 3/4 KYD 10SAE x 8SAE 

1303193 26002-RZC 0.488 4000 SAE “A” 2-Bolt CW 3/4 KYD 12SAE x 10SAE 

1303195 26003-RZC 0.610 4000 SAE “A” 2-Bolt CW 3/4 KYD 12SAE x 10SAE 

1303197 26004-RZC 0.671 4000 SAE “A” 2-Bolt CW 3/4 KYD 12SAE x 10SAE 

1303199 26005-RZC 0.854 4000 SAE “A” 2-Bolt CW 3/4 KYD 12SAE x 10SAE 

1303201 26006-RZC 0.946 4000 SAE “A” 2-Bolt CW 3/4 KYD 12SAE x 10SAE 

1303203 26007-RZC 1.159 4000 SAE “A” 2-Bolt CW 3/4 KYD 16SAE x 12SAE 

1303205 26008-RZC 1.403 3200 SAE “A” 2-Bolt CW 3/4 KYD 16SAE x 12SAE 

1303207 26010-RZC 1.647 2700 SAE “A” 2-Bolt CW 3/4 KYD 16SAE x 12SAE 

1303211 26002-RZE 0.488 4000 SAE “A” 2-Bolt CW 5/8-9T 12SAE x 10SAE 

1303215 26004-RZE 0.671 4000 SAE “A” 2-Bolt CW 5/8-9T 12SAE x 10SAE 

1303217 26005-RZE 0.854 4000 SAE “A” 2-Bolt CW 5/8-9T 12SAE x 10SAE 

1303219 26006-RZE 0.976 4000 SAE “A” 2-Bolt CW 5/8-9T 12SAE x 10SAE 

1303223 26008-RZE 1.403 3200 SAE “A” 2-Bolt CW 5/8-9T 16SAE x 12SAE 
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Permco Gear Pump/Motor M2100 

Item Number Alternate Numbers CID Max PSI Mount Rotation Shaft Port Size 

M2100A890IDDE07-14 PK1-06-02BSBB 1.48 3000 
SAE “B” 

2-4 Combo 
Dual 7/8-13T 

12SAE Side 

16 SAE Rear 

M2100A890IDZE10-14 PK1-08-02BSBB 1.97 3000 SAE “B” Dual 7/8-13T 16 SAE 

M2100A890IDZE-12-14 PK1-11-02BSBB 2.46 3000 SAE “B” Dual 7/8-13T 16 SAE 

M2100A890IDZE-12-29 PK1-11-09BSBB 2.46 3000 SAE “B” Dual 7/8 KYD 16 SAE 

M2100A890IDZK-15-14 PK1-13-02BSBB 2.96 3000 SAE “B” Dual 7/8-13T 16 SAE 

M2100A890IDZK-17-14 PK1-15-02BSBB 3.45 2500 SAE “B” Dual 7/8-13T 16 SAE 

M2100A890IDZK-17-29 PK1-15-09BSBB 3.45 2500 SAE “B” Dual 7/8 KYD 16 SAE 

M2100A890IDZK-20-14 PK1-17-02BSBB 3.94 2500 SAE “B” Dual 7/8-13T 16 SAE 

M2100A890IDZK-20-29 PK1-17-09BSBB 3.94 2500 SAE “B” Dual 7/8 KYD 16 SAE 

M2100A890IDZK-20-32  3.94 2500 SAE “B” Dual 1 KYD 16 SAE 

M2100A890IDZK-20-87  3.94 2500 SAE “B” Dual 1-15T 16 SAE 

M2100 can be used as a pump or a motor. 
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Permco Gear Pump/Motor M5151 

Item Number CID Max PSI Mount Rotation Shaft Port Size 

M5151A824NMZK17-54 4.50 3000 
SAE “B” 

2-4 Combo 
Dual 7/8-13T 

20 SAE Side 

20 SAE Rear 

M5151A824NMZK20-54 5.14 3000 
SAE “B” 

2-4 Combo 
Dual 7/8-13T 

20 SAE Side 

20 SAE Rear 

M5151A824NMZK20-77 5.14 3000 
SAE “B” 

2-4 Combo 
Dual 1-15T 

20 SAE Side 

20 SAE Rear 

M5151A824NMZQ25-54 6.43 3000 
SAE “B” 

2-4 Combo 
Dual 7/8 KYD 

24 SAE Side 

20 SAE Rear 

M5151A831NMZK20-00 5.14 3000 
SAE “B” 

4-Bolt  
Dual 1-1/4 KYD 

20 SAE Side 

20 SAE Rear 

M5151A886NMZK20-00 5.14 3000 
SAE “B” 

2-Bolt 
Dual 1-1/4 KYD 

20 SAE Side 

20 SAE Rear 

Permco Gear Pump/Motor MB257 

Item Number CID Max PSI Mount Rotation Shaft Port Size 

MB257A886RRBBZA12-14 3.21 4500 
SAE “B” 

2-Bolt 
Dual 7/8-13T 16 SAE Side 

MB257A886SSBBZA15-14 3.86 3500 
SAE “B” 

2-Bolt 
Dual 7/8-13T 20 SAE Side 

MB257A886SSBBZA17-14 4.50 3250 
SAE “B” 

2-Bolt 
Dual 7/8-13T 20 SAE Side 

MB257A886SSBBZA20-14 5.14 3000 SAE “B” Dual 7/8-13T 20 SAE Side 

M5151 can be used as a pump or a motor. 

MB257 Single pump w/ 7/8-13T thru drive 

for addition of a piggy back pump.  
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Casappa Kappa 

Item Number CID Max PSI Mount Rotation Shaft Port Size 

M5151A824NMZK17-54 4.50 3000 
SAE “B” 

2-4 Combo 
Dual 7/8-13T 

20 SAE Side 

20 SAE Rear 
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Prince PTO Pumps 

Item Number RPM GPM CID Max PSI Shaft Port Size 

HC-PTO-1AC 540 21 9.90 2250 1-3/8” 6-Tooth 16 x 12 ORB 

HC-PTO-3AC 1000 23 5.70 2250                                                                                                                                                                                                                                                         1-3/8” 21-Tooth 16 x 12 ORB 

Item Number Long Model Code CID Max PSI Mount Rotation Shaft Port Size Mfg 

421AK01608B 
ADU080L33AB10A2814000A

200500CD0B 
4.88 3000 2/4 Bolt “C” CCW 1-1/4” Keyed 32 x 16 C61 SF Eaton 

421AK02140B 
ADU049R01AE10A28140000

2001000A0B 
3.0 3000 2-Bolt “B” CW 7/8” Keyed 24 x 16 ORB Eaton 

PVWH10-RSAY 
PVWJ-022-A1UV-RSAY-M-

NNNSA-0129    
1.35    3/4 Keyed  Oil Gear 

WF850313 A10VS018DR31RPKC62N00 1.10 4000 2-Bolt “A” CW 3/4” Keyed 16 x 12 C61 SF Fluidyne 

WF850040 A10VS028DR31RPKC62N00 1.70 4000 2-Bolt “A” CW 7/8” Keyed 16 x 12 C61 SF Fluidyne 

V02-341518RM 02-341518 1.54  2-Bolt “B” CW 7/8”- 13T 20 x 12 ORB Fluidyne 

2509581 A10V028DFR/52RVSC64N00       Rexroth 

F40-6   3200 Custom    Energy / Williams 

F98-50   3700 Custom BI 1” Keyed  Energy / Williams 

Piston Pumps 

Torque Arm Kit # 18090087 

Designed for PTO drive operation on all sizes of 

farm tractors. No additional gearbox is required.  

An axial piston pump has a number of pistons (usually an odd number) arranged 
in a circular array within a housing which is commonly referred to as a cylinder 
block, rotor or barrel. This cylinder block is driven to rotate about its axis of sym-
metry by an integral shaft.   

https://en.wikipedia.org/wiki/Rotor_(turbine)
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Item Number CID Max PSI Mount Rotation Shaft Port Size 

PT6CCMB17B103R00D100 3.56 / 2.08 3500 2-Bolt “B” CW 1-15T 3” X 1” SF C61 

PT6CCMB22B103L00D100 4.29 / 2.08 3500 2-Bolt “B” CCW 1-15T 3” X 1” SF C61 

PT6CCMB25B123L00D100 4.84 / 2.26 3500 2-Bolt “B” CCW 1-15T 3” X 1” SF C61 

PT6CCMB28B143L00D100 5.42 / 2.81 3500 2-Bolt “B” CCW 1-15T 3” X 1” SF C61 

V201P11P1C20 2.18 2250 2-Bolt “A” CW 3/4 KYD 20 X 12 NPT 

V101P6P1C20 1.16  2-Bolt “A” CW 3/4 KYD 1” X 1/2” NPT 

V10NF1S 1.16  2-Bolt “A” CW 3/4-11T 16 X 8 SAE 

25VQ17A11C20LH 3.37  2-Bolt “B” CCW 7/8-13T 1-1/2” X 3/4” SF C61 

2520VQ21A14-11CC-20 4.13 / 2.78  2-Bolt “B” CW 7/8-13T 2-1/2” X 1-3/4” SF C61 

Vane Pumps 

Dump Pumps 

Item Number CID Max PSI Mount Rotation Shaft Port Size 

DMD-20-Z-L-AS-20 5.2 2500 4-Bolt “B” CCW 7/8-13T 1-1/4” X 1” NPT 

DMD-25-Z-L-MS-20 6.4 2500 4-Bolt “B” CCW 7/8-13T 1-1/4” X 1” NPT 

DMD-400-20-Z-L-200 4.0 2500 4-Bolt “B” CCW 7/8-13T 1-1/4” X 1” NPT 

DG-20-Z-L-AS-25/32 4.75 2500 / 3200 4-Bolt “B” CCW 7/8-13T 1-1/2” X 1” NPT 

Accessories 

Item Number Description Function 

AV-295-M  PTO, HOIST, METERING 

3239-8 Console 8” AV-195/295 

3239-13 Console 13” AV-195/295 

PAVC-295-M-HP-13 Gemini Pump Console Combo 

**Highlighted is Permco Gemini series w/ dual pressure relief 

** Ideal for dump / live floor combinations 

**Highlighted is used with Gemini pump above 

In a vane-type pump, a slotted rotor splined to a drive shaft rotates between closely fitted side plates 
that are inside of an elliptical- or circular-shaped ring. ... Pumping chambers are formed between 
succeeding vanes, carrying oil from the inlet to the outlet.  
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Eaton Char-Lynn H-Series 

Item Number CID Shaft Mount Ports 

101-1700-009 2.2 1” KYD 2-Bolt SAE A 10 SAE 

101-1749-009 2.2 1” KYD 4 Bolt 10 SAE 

101-1001-009 2.8 1” KYD 4 Bolt 1/2” NPT 

101-1009-009 2.8 1” KYD 4 Bolt 10 SAE 

101-1025-009 2.8 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1033-009 2.8 1” KYD 2-Bolt SAE A 10 SAE 

101-1311-009 2.8 1” W/0.40 Cross Hole 4 Bolt 10 SAE 

101-1323-009 2.8 1” W/0.40 Cross Hole 2-Bolt SAE A 10 SAE 

101-1836-009 2.8 1” W/0.31 Cross Hole 4 Bolt 10 SAE 

101-1701-009 3.6 1” KYD 2-Bolt SAE A 10 SAE 

101-1750-009 3.6 1” KYD 4 Bolt 10 SAE 

101-1010-009 4.5 1” KYD 4 Bolt 10 SAE 

101-1026-009 4.5 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1034-009 4.5 1” KYD 2-Bolt SAE A 10 SAE 

101-1003-009 5.9 1” KYD 4 Bolt 1/2” NPT 

101-1011-009 5.9 1” KYD 4 Bolt 10 SAE 

101-1027-009 5.9 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1035-009 5.9 1” KYD 2-Bolt SAE A 10 SAE 

101-1702-009 7.3 1” KYD 2-Bolt SAE A 10 SAE 

101-1751-009 7.3 1” KYD 4 Bolt 10 SAE 

101-1703-009 8.9 1” KYD 2-Bolt SAE A 10 SAE 

101-1752-009 8.9 1” KYD 4 Bolt 10 SAE 

101-1004-009 9.7 1” KYD 4 Bolt 1/2” NPT 

101-1012-009 9.7 1” KYD 4 Bolt 10 SAE 

101-1028-009 9.7 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1036-009 9.7 1” KYD 2-Bolt SAE A 10 SAE 

101-1005-009 11.3 1” KYD 4 Bolt 1/2” NPT 

101-1013-009 11.3 1” KYD 4 Bolt 10 SAE 

101-1029-009 11.3 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1037-009 11.3 1” KYD 2-Bolt SAE A 10 SAE 

101-1006-009 14.1 1” KYD 4 Bolt 1/2” NPT 

Designed for medium duty applications, these motors use industry-proven spool 

valve technology combined with state of-the-art gerotors. Offering a wide variety 

of mounting flanges, shafts, ports and valving options provide design flexibility.  

 

*We do not stock any NPT ported motors, we do offer adapters from SAE to NPT 
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Item Number CID Shaft Mount Ports 

101-1014-009 14.1 1” KYD 4 Bolt 10 SAE 

101-1030-009 14.1 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1038-009 14.1 1” KYD 2-Bolt SAE A 10 SAE 

101-1015-009 17.9 1” KYD 4 Bolt 10 SAE 

101-1031-009 17.9 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1039-009 17.9 1” KYD 2-Bolt SAE A 10 SAE 

101-1008-009 22.6 1” KYD 4 Bolt 1/2” NPT 

101-1016-009 22.6 1” KYD 4 Bolt 10 SAE 

101-1032-009 22.6 1” KYD 2-Bolt SAE A 1/2” NPT 

101-1040-009 22.6 1” KYD 2-Bolt SAE A 10 SAE 

Eaton Char-Lynn H-Series - Continued 

Eaton Char-Lynn S-Series  

Item Number CID Shaft Mount Ports 

103-1035-012 5.7 1” KYD 2-Bolt SAE A 10 SAE 

103-1036-012 10.1 1” KYD 2-Bolt SAE A 10 SAE 

103-1038-012 13.7 1” KYD 2-Bolt SAE A 10 SAE 

103-1039-012 18.2 1” KYD 2-Bolt SAE A 10 SAE 

103-1016-012 22.7 1” KYD 4 Bolt 10 SAE 

103-1040-012 22.7 1” KYD 2-Bolt SAE A 10 SAE 

The Geroler set has precision machined 

rollers in the outer ring which provide 

support with rolling contact between the 

star and ring. This improves mechanical 

efficiency, especially at start-up and at 

low speed conditions  

Improvements incorporated into the 

latest S Series motor provide reliable leak 

free performance and smooth operation 

at start-up conditions.  

H-Series  Seal Kits 

Item Number Seal Material 

60540-000 Buna 

S-Series  Seal Kits 

Item Number Seal Material 

9900101-000 Buna 

*We do not stock any NPT ported motors, we do offer adapters from SAE to NPT 
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Eaton Char-Lynn 2000-Series  

Item Number CID Shaft Mount Ports Port Location 

104-1001-006 4.9 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1022-006 4.9 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1029-006 4.9 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1002-006 6.2 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1023-006 6.2 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1030-006 6.2 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1062-006 6.2 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1003-006 8.0 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1024-006 8.0 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1031-006 8.0 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1063-006 8.0 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1004-006 9.6 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1025-006 9.6 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1032-006 9.6 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1040-006 9.6 1” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1064-006 9.6 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1196-006 9.6 1” - 6T 2-Bolt SAE A 10 SAE Side Staggered 

104-1005-006 11.9 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1026-006 11.9 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1033-006 11.9 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1041-006 11.9 1” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1065-006 11.9 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1091-006 11.9 1.25” - 14T 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1561-006 11.9 1” - 6T 4-Bolt Magneto 10 SAE Side Staggered 

104-1006-006 14.9 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1027-006 14.9 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1034-006 14.9 1.25” - 14T 2-Bolt SAE A 10 SAE Side Staggered 

104-1066-006 14.9 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1092-006 14.9 1.25” - 14T 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1451-006 14.9 1” - 6T 4-Bolt Magneto 10 SAE Side Staggered 

The popular 2000 Series provides 
torque up to 7500 lb-in. This 
proven design is reliable and 
durable. Eaton has added op-
tions that make the motor more 
flexible to use in a wide variety 
of applications. The expanded 
displacement range using pa-
tented “Drive in Drive” technolo-
gy is the latest innovation in the 
2000 series of motors  



 

33                                                                       www.snakeriverhydraulics.com                                     Edition No.2 

P: 208-678-9100 Snake River Hydraulics, Inc.  

Eaton Char-Lynn 2000-Series — Continued  

Item Number CID Shaft Mount Ports Port Location 

104-1007-006 18.7 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1021-006 18.7 1” - 6T 2-Bolt SAE A 10 SAE Side Staggered 

104-1028-006 18.7 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1035-006 18.7 1.25” - 14T 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1067-006 18.7 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1401-006 18.7 1.25” KYD 4-Bolt Magneto 10 SAE Side Staggered 

104-1406-006 18.7 1.25” - 14T 4-Bolt Magneto 10 SAE Side Staggered 

104-1068-006 24.0 1.25” KYD 2-Bolt SAE A 12 SAE Side 180 Opposite  

104-1143-006 24.0 1” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1228-06 24.0 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

104-1420-006 29.8 1.25” KYD 2-Bolt SAE A 10 SAE Side Staggered 

2000-Series  Seal Kits 

Item Number Seal Material 

61258-000 Buna 
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Eaton Char-Lynn 4000-Series  

Item Number CID Shaft Mount Ports Port Location 

109-1104-006 15.0 1.25” KYD 4-Bolt SAE B 12 SAE Side 180 Opposite  

109-1105-006 19.0 1.25” KYD 4-Bolt SAE B 12 SAE Side 180 Opposite  

109-1106-006 24.0 1.25” KYD 4-Bolt SAE B 12 SAE Side 180 Opposite  

109-1212-006 30.0 1.25” KYD 4-Bolt SAE B 12 SAE Side 180 Opposite  

109-1215-006 38.0 1.25” KYD 4-Bolt SAE B 12 SAE Side 180 Opposite  

Eaton Char-Lynn 6000-Series  

Item Number CID Shaft Mount Ports Port Location 

112-1064-006 11.9 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

112-1065-006 15.0 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

112-1066-006 19.0 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

112-1067-006 23.9 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

112-1068-006 30.0 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

112-1069-006 60.0 1.50” KYD 4-Bolt SAE C 16 SAE Side Staggered 

4000-Series  Seal Kits 

Item Number Seal Material 

61234-000 Buna 

6000-Series  Seal Kits 

Item Number Seal Material Description 

61237-000 Buna Front End 

61238-000 Buna Rear Section 
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Parker TE-Series Motors 

Item Number CID Shaft Mount Ports Port Location 

TE0050FS100AAAB 3.0 1” KYD 4-Bolt  10 SAE Side Staggered 

TE0230FS100AAAB 13.9 1” KYD 4-Bolt  10 SAE Side Staggered 

Parker TF-Series Motors 

Item Number CID Shaft Mount Ports Port Location 

TF0080ES020AAAB 4.9 1.00 KYD 2-Bolt A / Magneto 10 SAE Side  

TF0080ES030AAAB 4.9 1.25 KYD 2-Bolt A / Magneto 10 SAE Side  

TF0100ES010AAAB 6.1 1-6B 2-Bolt A / Magneto 10 SAE Side  

TF0100ES020AAAB 6.1 1.00” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0100ES030AAAB 6.1 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0130ES010AAAB 7.8 1-6B 2-Bolt A / Magneto 10 SAE Side  

TF0130ES020AAAB 7.8 1.00” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0130ES030AAAB 7.8 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0170ES010AAAB 10.3 1-6B 2-Bolt A / Magneto 10 SAE Side  

TF0170ES020AAAB 10.3 1.00” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0170ES030AAAB 10.3 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0170ES050AAAB 10.3 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0195ES010AAAB 11.9 1-6B 2-Bolt A / Magneto 10 SAE Side  

TF0195ES020AAAB 11.9 1.00” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0195ES030AAAB 11.9 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0195ES050AAAB 11.9 1.25” - 14T 2-Bolt A / Magneto 10 SAE Side  

TF0240ES020AAAB 14.5 1.00” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0240ES030AAAB 14.5 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0240ES050AAAB 14.5 1.25” - 14T 2-Bolt A / Magneto 10 SAE Side  

TF0280ES030AAAB 17.1 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TF0360ES030AAAB 22.2 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

Item Number Seal Material 

SK000090 Buna 

Available in flange or wheel mounts, 
the TF Series motor has intermittent 
pressure ratings to 4,000 psi, torques 
to 8,100 lb.-in. Side load capability is 
4,000 lb. on flange mounts, 6,000 lb. 
on wheel mounts. Shaft size 1.25 inch 
nominal.  

The only motor in its class with 
roller bearings, the TE Series can 
handle side loads of 1500 lb. and 
withstand the pounding delivered 
by chain and sprocket couplings.  

Item Number Seal Material 

SK000092 Buna 
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Parker TG-Series Motors 

Item Number CID Shaft Mount Ports Port Location 

TG0140ES010AAAB 8.6 1-6B 2-Bolt A / Magneto 10 SAE Side 

TG0195ES050AAAB 11.9 1.25” - 14T 2-Bolt A / Magneto 10 SAE Side  

TG0195MS050AAAB 11.9 1.25” - 14T Magneto 10 SAE Side  

TG0310ES010AAAB 18.9 1-6B 2-Bolt A / Magneto 10 SAE Side 

TG0310ES020AAAB 18.9 1.00” KYD 2-Bolt A / Magneto 10 SAE Side 

TG0310ES030AAAB 18.9 1.25” KYD 2-Bolt A / Magneto 10 SAE Side 

TG0310ES050AAAB 18.9 1.25” - 14T 2-Bolt A / Magneto 10 SAE Side  

TG0335AS030AAA 20.6 1.25” KYD 2-Bolt A  10 SAE Side 

TG0360ES030AAAB 22.2 1.25” KYD 2-Bolt A / Magneto 10 SAE Side 

TG0405ES030AAAB 24.7 1.25” KYD 2-Bolt A / Magneto 10 SAE Side 

TG0405ES050AAAB 24.7 1.25” - 14T 2-Bolt A / Magneto 10 SAE Side  

TG0475ES030AAAB 29.1 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

TG0530ES030AAAA 32.3 1.25” KYD 2-Bolt A / Magneto 10 SAE Side  

Parker TK-Series Motors 

Item Number CID Shaft Mount Ports Port Location 

TK0400K5320AAAB 24.4 1.50” KYD 4-Bolt C 16 SAE Side  

TK0500K5320AAAB 30.5 1.50” KYD 4-Bolt C 16 SAE Side  

TK0800K5320AAAA 48.8 1.50” KYD 4-Bolt C 16 SAE Side  

TK1000K5320AAAB 61.0 1.50” KYD 4-Bolt C 16 SAE Side  

Item Number Seal Material 

SK000092 Buna 

Item Number Seal Material 

SK000167 Buna 

With increased power and durability, 
the Parker Torqmotor™ TG Series low 
speed high torque (LSHT) hydraulic 
motor is available in flange or wheel 
mounts. Torques to 12,600 lb-in and 
displacements to 58.5 cu in. Shaft 
sizes to 1.375-inch nominal.  

The largest Torqmotor, the TK Series 
is available in flange and wheel 
mounts. Torques to 23,500 lb.-in, 
intermittent pressures to 4500 psi. 
Side loads to 7500 lb. on flange 
mounts, 9,400 lb. on wheel mounts. 
Shaft size 1.5-inch nominal.  
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Item #: Port Size: Flow 

MPS050RU2 3/4” NPT Up to 25 GPM 

MPS050RU3 #12 SAE Up to 25 GPM 

MPS100RG2 1-1/4” NPT Up to 70 GPM 

MPS100RG3 #20 SAE Up to 70 GPM 

MPS300RG3 #24 SAE  

Filter Heads 

* 

Absolute rated filter 

Item #: Micron: Head: Beta Efficiency 

CSG50A06A 6* MPS050 200 99.5% 

CSG50A10A 10* MPS050 200 99.5% 

CSG50P10A 10 MPS050 2 50% 

CSG50P25A 25 MPS050 2 50% 

CSG70A03A 3* MPS050 200 99.5% 

CSG70P10A 10 MPS050 200 99.5% 

CSG100A06A 6* MPS100 1000 99.9% 

CSG100P10A 10 MPS100 2 50% 

CSG100P25A 25 MPS100 2 50% 

CSG150A06A 6* MPS100 1000 99.9% 

CSG150A10A 10* MPS100 1000 99.9% 

CSG150P10A 10 MPS100 2 50% 

CSG150P25A 25 MPS100 2 50% 

Spin-on Filter Elements Beta 

Ratio 

Particles that will pass 

through the filter 

Actual Filter 

Efficiency 

2 1 out of every 2 particles 50% 

10 1 out of every 10 particles 90% 

20 1 out of every 20 particles 95% 

100 1 out of every 100 particles 99% 

200 1 out of every 200 particles 99.5% 

1000 1 out of every 1000 particles 99.9% 

2000 1 out of every 2000 particles 99.95% 

Understanding Beta Ratios 

Micron ratings are useful to determine the 

size of particles that a given filter can stop.  

Beta ratios give us a way to measure the 

efficiency on that given particle size.  
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Complete Tank Top Filters 

Pressure Filters 

Item #: Micron: Port: 

MPF1841AG10P10NB1T 10 24 SAE 

*MPF1842AG10P10NB1T 10 24 SAE 

Replacement Filters 

Item #: Micron: 

MFS180910 10 

*MP1842 Requires 2 filter elements. 

Item #: Micron: Max PSI Port: 

LMP2111BAI6P25NP01 25 870 24 SAE 

FMM0503BAHA10NP01 10 6000 12 SAE 

FHP3201BAG5A10NT2 10 6000 20 SAE 
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Hydraulic Filter Carts 

110V Single Phase 

4.5 GPM Gear Pump 

Heavy duty cart 

On/Off Switch 

10’ Suction & Discharge Hose 

Standard Features 

Optional Upgrades 

Three Phase Motor 

Larger Pump 

Absolute rated filters 

Metering gun  

 

We also build custom stationary filtration units. 
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Item #: Description: 

M10001604 HUB 100 1/2” X 1/8” Key 

M10002005 HUB 100 5/8” X 5/32” Key 

M10002006 HUB 100 5/8” X 3/16” Key 

M10002406 HUB 100 3/4” X3/16” Key 

M10002806 HUB 100 7/8” X 3/16” Key 

M10002808 HUB 100 7/8” X 1/4” Key 

M10010008 HUB 100 1” X 1/4” Key 

M10010408 HUB 100 1-1/8” X 1/4” Key 

Item #: Description: 

M20002005 HUB 200 5/8” X 5/32” Key 

M20002006 HUB 200 5/8” X 3/16” Key 

M20002404 HUB 200 3/4” X 1/8” Key 

M20002406 HUB 200 3/4” X 3/16” Key 

M20002808 HUB 200 7/8” X 1/4” Key 

M20010008 HUB 200 1” X1/4” Key 

M20010408 HUB 200 1-1/8” X 1/4” Key 

M20010808 HUB 200 1-1/4” X 1/4” Key 

M20011210 HUB 200 1-3/8” X 5/16” Key 

M200A1316C HUB 200 7/8-13T  

Magnaloy Flexible Drive Couplings 

Item #: Description: 

M170H5 Insert Hytrel 55D (Blue) 

M270H5 Insert Hytrel 55D (Blue) 

Inserts 
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Item #: Description: 

M30002406 HUB 300 3/4” X 3/16” Key 

M30002806 HUB 300 7/8” X 3/16” Key 

M30010008 HUB 300 1” X 1/4” Key 

M30011210 HUB 300 1-3/8” X 5/16” Key 

M30011612 HUB 300 1-1/2” X 3/8” Key 

M30012012 HUB 300 1-5/8” X 3/8” Key 

M300B1316C HUB 300 7/8”-13T Splined  

Item #: Description: 

M40010008 HUB 400 1” X 1/4” Key 

M40010810 HUB 1-1/4” X 5/16” Key 

M40012816 HUB 1-7/8” X 1/2” Key 

Magnaloy Flexible Drive Couplings 

Item #: Description: 

M370H5 INSERT Hytrel 55D (Blue) 

M470H5 INSERT Hytrel 55D (Blue) 

M570H5 INSERT Hytrel 55D (Blue) 

Item #: Description: 

M50020416 HUB 500 2-1/8” X 1/2” Key 

M500R HUB 500 Blank (No Bore) 

Inserts 
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Item #: 

E575522A 

E575524F 

E575602A 

E575602AA 

M056422A 

M056422AA 

M056424F 

M056452A 

M056452AA 

M182472A 

M182502A 

M182502AA 

M182522A 

M182522AV 

M182522B 

M182522BV 

M182582A 

M182602B 

M182682B 

M284682A 

M284682B 

M284862C 

M324762B 

Magnaloy Pump/Motor Mounts 

Magnaloy Pump/Motor Mounts are provided with 

one Service Window Cover, designed to protect 

personnel in case of a coupling failure.  

Magnaloy is the most complete, single source for Horizontal, Vertical and Engine requirements. 
A large selection of SAE and Metric pump mounting flanges to NEMA motors and I.C. Engines in a 
variety of lengths are available from stock for immediate shipment. OR special requirements can 
be met from our complete offering of Welded Steel Mounts. Whatever your mounting needs, 
you need look no further than Magnaloy.  

Stocked Pump/Motor 

**Please contact us for price and availability for 
any other Magnaloy parts  you may need.**  
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Item # GPM Range Port Size Width (A) Length (B) Depth (C) DC Amp Draw 12V 

MA-12-2-4A 4-50 SAE 12 13.78” 11.73” 6.26” 12.5 

MA-18-2-4A 5-80 SAE 12 15.75” 13.58” 5.04” 10.6 

MA-32-2-4A 6-90 SAE 16 19.69” 18.43” 5.95” 22.2 

MA-48-2-4A 10-125 SAE 16 23.62” 22.13” 7.49” 22.2 

Thermal Transfer Oil Coolers 

Replacement Parts 

Item # Description Cooler 

57565 Electronic Fan Controller  

57329 Fan/Motor 12VDC MA-12 

57722 Fan/Motor 12VDC MA-18 

57331 Fan/Motor 12VDC MA-32/48 
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Item # GPM Range Port Size Width (A) Length (B) Depth (C) DC Amp Draw 12V 

ASA0084UD03U00 4-50 SAE 16     

ASAMC17UD01U00 5-80 SAE 16     

ASAMC26UD03U00 6-90 SAE 16     

ASA0257AD01BPU02 10-125 SAE 24     

ASATT11RC4U00      110VAC 

ASA Hydraulik Oil Coolers 

Replacement Parts 

Item # Description Cooler 
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Power Unit Reservoirs  

Item #: Style Gallons 

 JIC  Up to 150 

 L-Shape Up to 500 

RVS05-1 Vertical 5 

RVS10-2 Vertical 10 

RVS20-2 Vertical 20 

**Highlighted items are available upon request with additional lead time** 

Mobile Wet Kit Reservoirs  

Item #: Material Style Gallons 

A-3000 Steel Upright 50 

A-3100 Steel Side Mount 10 

A-3107 Steel Side Mount 7 

A-3150 Steel Side Mount 15 

A-3250 Steel Side Mount 25 

NJ-3347 Steel Side Mount 35 

NJ-3021 Steel Behind Cab 20 

AL-4535 Aluminum Saddle Mount 35 

A-4500 Aluminum Saddle Mount 50 

    

**Bold Items are custom designed and built for Snake River Hydraulics, Inc.** 



 

47                                                                       www.snakeriverhydraulics.com                                     Edition No.2 

P: 208-678-9100 Snake River Hydraulics, Inc.  

Item #: Hose OD Min Hose OD Max 

TBC131 1.25” 1.406” 

TBC150 1.34” 1.56” 

TBC175 1.56” 1.81” 

TBC188 1.69” 1.94” 

TBC200 1.81” 2.06” 

STBC212 1.93” 2.18” 

TBC225 2.06” 2.31” 

TBC238 2.19” 2.50” 

TBC250 2.31” 2.62” 

TBC256 2.31” 2.62” 

TBC275 2.50” 2.81” 

TBC300 2.75” 3.06” 

TBC312 2.88” 3.19” 

TBC325 3.00” 3.31” 

TBC350 3.25” 3.56” 

TBC375 3.50” 3.81” 

TBC400 3.75” 4.06” 

TBC425 4.00” 4.30” 

TBC450 4.25” 4.56” 

TBC475 4.50” 4.81” 

TBC500 4.75” 5.06” 

TBC550 5.25” 5.56” 

TBC575 5.50” 5.81” 

TBC600 5.75” 6.06” 

TBC650 6.25” 6.56” 

TBC675 6.50” 6.81” 

TBC700 6.75” 7.06” 

TBC750 7.25” 7.56” 

T-Bolt Clamps 

• Tightened with standard 7/16” socket or wrench 

• 3/4” Wide  

• .025” Thick 
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Custom Power Units 

Self Contained Vertical Power 

JIC Style Power Units 
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Custom Power Units 
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Wet Kits  

We have been selling quality wetline kits and components for over 20 years. Not only do we sell wetline 
components, we install them with minimal lead times. Please contact us to design your wetline system.  

Common Wet Kit applications: 

• Commodity Trailers                                              

• Dump bed  

• Garbage Trucks 

• Low Boy Trailers   

• Manure Spreaders   

• Potato Beds                                                           

• Side Dump Trailer 

• Silage Trailers 

• Snow plows, sanders, etc. 

• Supreme Feed boxes  

• Walking Floor Trailers 
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Piston Cylinder Area (in²)  =  diameter squared x .7854   

(Can also use 3.1416 x radius squared (ins) )  

 

Cylinder Force (lbs)  =  pressure (psi) x area (in²) 

 

Cylinder Speed (ft/min)  =  19.25 x flow rate (gpm)  /  area (in²)     

 

Cylinder Time (secs)  =  area (in²) x cylinder stroke (ins) x .26  /  flow rate (gpm) 

 

Cylinder Flow Rate (gpm)  =  12 x 60 x cylinder speed (ft/sec) x area (in²)  /  231 

 

Cylinder Volume Capacity (gals)  =  cylinder area (in²) x cylinder stroke (ins)  /  231 

(Divide by 60 to convert speed to ft/sec) 

Basic Cylinder Calculations 

Basic Pump Calculations 

Pump Outlet Flow (gpm)  =  pump speed (rpm) x pump displacement (cu ins/rev)  /  231  

Rules of Thumb 

• Estimating pump drive horsepower:  1 hp of input drive for each 1 gpm at 1,500 psi pump output  

• Horsepower when idling a pump:  an idle and unloaded pump will require about 5% of its full rate hp  

• Reservoir capacity (GALS)  =  length (INS) x width (INS) x height (INS)  /  231  

• Oil compressibility:   1/2 % approximate volume reduction for every 1,000 psi of pressure  

• Water compressibility:  1/3 % approximate volume reduction for every 1,000 psi of pressure  

• Wattage to heat hydraulic oil:  each 1 watt will raise the temperature of 1 gallon of oil by 1°F per hour  
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Unit Conversions 

1mm 0.0394” 

1cm 0.394” 

1m 39.4” 

1ft 12” 

1” 25.4mm 

1” 2.54cm 

1” 0.0254m 

1” 0.083ft 

Length 

1psi 14.5bar 

Pressure 

To Convert Into Multiply by… 

US Gallons Cu Inches 231 

US Gallons Cu Feet 0.133681 

US Gallons Liters 3.785 

   

Volume 
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Notes: 
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Notes: 
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Notes: 
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